
Scope: Palletization plays a key role in the consolidation of shipments entering the DOD 
Distribution System. Pallets and wood boxes made up of Wood Packaging Materials
(WPM) are now required to be treated to reduce the spread of the tree destroying 
parasite, among those, the Pinewood Nematode.

Purpose:  This lesson will familiarize the Technical Specialist with the requirements for 
pallets used for DOD shipments and the requirements for the treatment of pallets and 
other WPM to prevent the spread of the Pinewood Nematode. 
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These Agenda topics will cover some of the general palletization requirements of MIL‐
STD‐147E and provide information concerning the requirement for the treatment of 
Wood Packaging Materials to prevent the spread of the Pinewood Nematode.
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MIL‐STD‐147E is the standard for Palletized Unit Loads for the Military. DLA Palletization 
Clauses cite this standard in their contracts which make it contractually binding.  
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The pallet illustrated conforms to MH1 . What we normally think of as the 
LENGTH of the pallet is referred to as the WIDTH and vice versa.

Note that stringers are boards running the LENGTH of the pallet which support 
and separate the top and bottom deckboards.

Two‐way entry pallets can only be accessed by forklift tines (blades) from two 
sides.  Four‐way access pallets have openings for forklifts on all four sides.

are to be utilized with standard, general purpose, 40‐ by 48‐inch pallets 
conforming to the various classes, types, and styles in ANSI MH1, Part 9. 
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The Standard Pallet Loads on a 40” x 48” pallet
43 Inches in length allows 1 ½” overhang on each side
52 Inches in width allows 2” overhang on each end
54 Inches in Height includes the height of the pallet.
3000 Lbs Maximum Gross Weight

For MILVAN ‐ 40” x 48” x 41”
For SEAVAN – 40” x 48” x 43” 

Gross Weight for NATO Forces 2,500 Lbs Max



8

These are some of the general requirements to keep in mind when palletizing a unit load.

Appendix B of MIL‐STD‐147E provides a very useful display of pattern loads to assist with 
the selection of the appropriate loading pattern configuration based on the container 
size.
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A skid does not have bottom deck boards. A pallet has deck boards on top to 
support the product and deckboards on the bottom to facilitate stacking. Skids 
come in various sizes and configurations.  The can be simple runners or a complex 
item as shown.

Definitions: 

pallet, n—horizontal platform device used as a base for assembling, storing, 
handling, and transporting materials and products in a unit load.

skid, n—one of a pair or series of parallel runners usually wood, affixed to 
the underside of boxes, crates, or an item to allow entry of truck forks, or to 
facilitate sliding.

skid platform—a single platform of wood, metal, plastic, or combination of 
these materials, elevated a short distance above the floor by runners or legs 
to facilitate mechanical handling.
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WPM = Wood Packaging Materials

This DLA Palletization Clause requires palletization I/A/W MIL‐STD‐147E when the 
shipment is 250 pounds or greater or 20 cubic feet or greater.

Supplies that do not lend themselves to the use of MIL‐STD‐147E palletization due to 
size, weight, configuration, etc. shall be unitized by securely blocking, bracing, or 
anchoring the load on a skid base or Commercial type pallet in a manner that assures 
safe delivery.   (Pallet or skids must be treated.)
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WPM = Wood Packaging Materials

ALSC = American Lumber Standard Committee, Incorporated

All WPM shall comply with the official quality control program for heat treatment 
(HT) or kiln dried heat treatment (KD HT) in accordance with American Lumber 
Standard Committee, Incorporated (ALSC) Wood Packaging Material Program and 
WPM Enforcement Regulations (see http://www.alsc.org/). 
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Items referred to as non‐manufactured wood is cut lumber that has not be heat 
treated or kiln dried in any manner. 

OSB – Oriented Strand Board and other items like it have had some sort of 
treatment in the manufacturing process that creates heat or pressure to kill the 
nematode.

Any other Wood Packaging materials used in or on the shipment must also be 
heat treated. Blocking, bracing, dunnage, etc……..
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Trees infested with the pinewood nematode usually die within 3 months.
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The purpose now is to reduce risk of spreading many types of pests.

ISPM 15 recognizes both Heat Treating (HT) and Methyl Bromide Fumigation.  DoD
only recognizes HT since Methyl Bromide is Ozone Depleting and dangerous to 
health and welfare.
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All wood is to be heat treated and marked.
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Heat treatment in Fahrenheit is 130 degrees for 30 minutes. 

This is the CORE temperature and the 30 minutes are only started AFTER the core 
temperature has been reached.

All WPM shall comply with the official quality control program for heat treatment 
(HT) or kiln dried heat treatment (KD HT) in accordance with American Lumber 
Standard Committee, Incorporated (ALSC) Wood Packaging Material Program and 
WPM Enforcement Regulations (see http://www.alsc.org/). 
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All dunnage used to secure or support commodities should be treated and displays 
the mark on each piece as described in annex 2 of ISPM 15, The marks shall be clear 
and legible. 

ISPM 15 states: "Where various components are integrated into a unit of wood 
packaging material, the resultant composite unit should be considered as a single 
unit for marking purposes.“  Meaning that blocking and bracing within the container 
is considered to be part of the container and not “dunnage”.

All containers shall be marked on the sides other than the top or bottom.  Marking 
shall be contrasting and clearly visible. 

18



19

This Heat Treatment Certification Stamp is applied by Contractors who meet the 
standards of an accredited agency of the American Lumber Standards 
Committee (ALSC)

(a) Trademark Symbol, logo or name of the accredited agency.
(b) Facility Identification product manufacturer name, brand or assigned mill 

number
(c) Heat Treated Mark
(d) Country Code ‐ The two letter ISO country abbreviation
(e) Approved International Symbol for compliant non‐manufactured wood 

packing.
(f) Indication that dunnage has been treated.

These symbols are subject to change



IPPC / ALSC Quality Stamp: Identifies assembled wood packaging material (pallets, boxes, 
crates, etc.) as being heat‐treated and in compliance with ISPM 15.    Mark must be applied 
legibly a minimum of two times on opposite faces. Typical users:Wood packaging 
manufactures. 

IPPC / ALSC  Dunnage Stamp: Identifies wood dunnage (blocking bracing compliance with 
ISPM 15, Chocking, etc..) as being heat‐treated and in compliance.   Mark must be applied 
legibly to every piece of material being supplied to another facility. Material used only 
requires one legible mark per piece. Typical Users:Wood packaging manufactures, 
shippers, freight consolidators. 

HT Stamp:  Uses: Identifies individual pieces of lumber or lumber components as being 
heat‐treated. Mark must be applied legibly a minimum of one time per individual piece. 
100% of the merchantable unit should be marked. ( A special provision is made for small 
pieces). Typical Users: Lumber manufactures, lumber re‐manufactures. This Stamp is NOT
certification or a substitute for the above certifications.  
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Pursuant to the Memorandum of Understanding with the United States Department of 
Agriculture’s Animal and Plant Health Inspection Service, this program shall establish a 
common basis for uniform, industry‐wide inspection and quality marking procedures for 
the production of heat treated (HT) and kiln dried heat treated (KD HT) lumber to be 
used as wood packaging, the heat treating or kiln drying/heat treating of used, 
previously assembled or repaired wood packaging, lumber to repair such, and the 
production of new or repaired wood packaging products by manufacturing facilities in 
compliance with the requirements of the International Plant Protection Convention 
(IPPC) Guidelines For Regulating Wood Packaging Material in International Trade.



22

The basic rule for shipments destined for the Military Distribution System is that  pallets, 
crates, boxes, dunnage or any other wood packaging material is required to be heat 
treated.
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Answer: a) MIL‐STD‐147E
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2. Answer: d) 54 in.
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3. Answer: c) 3000 lbs.
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4. Answer: b) Hardwoods
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5. Answer: a) Yes


