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Figure 66.  Control #3, Pre-test.    Figure 67.  Control #3, Post Break 
Free® CLP Lubricant. 
 
 
 
 

Figure 68.  Unmarked aluminum, Pre-test.   Figure 69.  Unmarked aluminum, Post Break  
Free® CLP Lubricant. 
 
 
 

Figure 70.  Unmarked stainless steel, Pre-test.  Figure 71.  Unmarked stainless steel, Post  
Break Free® CLP Lubricant. 
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Figure 72.  VHT-HT #8, Pre-test.    Figure 73.  VHT-HT #8, Post Break Free® 
CLP Lubricant. 

 
 
 

Figure 74.  VHT-MB #8, Pre-test.    Figure 75.  VHT-MB #8, Post Break Free® 
CLP Lubricant. 

 
 
 

Figure 76.  RDC-POLY #8, Pre-test.   Figure 77.  RDC-POLY #8, Post Break  
Free® CLP Lubricant. 
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Figure 78.  KPG-MATTE #8, Pre-test.   Figure 79.  KPG-MATTE #8, Post Break  
Free® CLP Lubricant. 

 
 
 

Figure 80.  TL-CMS #8, Pre-test.    Figure 81.  TL-CMS #8, Post Break Free® 
CLP Lubricant. 

 
 
 

Figure 82.  TL-CPC #8, Pre-test.    Figure 83.  TL-CPC #8, Post Break Free® 
CLP Lubricant. 
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Figure 84.  TL-SCLR #8, Pre-test.    Figure 85.  TL-SCLR #8, Post Break Free®  
CLP Lubricant. 

 
 
 

Figure 86.  NW-SSP #8, Pre-test.    Figure 87.  NW-SSP #8, Post Break Free®  
CLP Lubricant. 

 
 
 

Figure 88.  DYMAX 984 #8, Pre-test.   Figure 89.  DYMAX 984 #8, Post Break  
Free® CLP Lubricant. 
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Figure 90.  DYMAX 984-LVF #8, Pre-test.   Figure 91.  DYMAX 984-LVF #8, Post  
Break Free® CLP Lubricant. 

 
 
 

Figure 92.  WIT-TIFID #4, Pre-test.   Figure 93.  WIT-TIFID #4, Post Break  
Free® CLP Lubricant. 

 
 
 

Figure 94.  WIT-TIFID #7, Pre-test.   Figure 95.  WIT-TIFID #7, Post Break  
Free® CLP Lubricant. 
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Figure 96.  DRK-220-98B #8, Pre-test.   Figure 97.  DRK-220-98B #8, Post Break  
Free® CLP Lubricant. 
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