Cartridge, 12 Gage: shotgun, breaching, m1030
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		TM 43-0001-27

Type Classification: 
Standard – MSCR 08061006
Use:  
This cartridge is used to gain access through light doors and entryways.  It is used with the Mossberg 500/590 and Remington 870.
Description:
The M1030 contains a frangible slug consisting of a plastic column wad with compressed zinc powder pellet.  The slug transmits the force over  specific area, such as a hinge or lock mechanism, without producing significant fragmentation that could injure the gunner.
Tabulated Data:
Complete Round:
	Type		Breaching
	Length		2.45 inch Max
	Weight		560 gr
	Drawing		12990872
	
Cartridge Case:
	Material		Plastic tube, brass cup
	Length		2.75 in
	Weight		127 gr

Primer:
	Type		#209A

Projectile:
	Material		Zinc
	Weight		347 gr


Propellant:
	Type		Red-Dot Smokeless Powder

DODAC/NSN:
	1305-AA54		1305-01-475-7440

PERformance:
Accuracy (at 6.6 ft) 		2 in
Chamber pressure		13,000 psi
Maximum range		574 ft
TEMPERATURE LIMITS:
Firing:
	Lower limit		--25oF		
	Upper limit		120oF	

Storage:
	Lower limit		-65oF		
	Upper limit		160oF	
Unit of Issue: 
Packing:
	1305-01-475-7440		5 Crtg/Carton, 32 Cartons/M2A1 (160 Crtg), 2 M2A1/ Wirebound (320 Crtg), 48 Wirebound/ Pallet (15,360 Crtg)
Packing Data:
Wirebound:
	Dimensions		14.440 in x 12.530 in x 8.130 in
	Cube		0.9 ft3	
	Weight		55 lb
	Drawing		9396206-23
	COAI		12991886

Pallet:
	Dimensions		43.38 in x 50.13 in x 38.00 in
	Cube		47.8 ft3
	Weight		2,738 lb
	Unitization Drawing		19-48-4116/2
Shipping and Storage Data:
Hazard classification		1.4	
Storage compatibility group		S		
UN number		0012		
DOT class		C
DOT designation		SMALL ARMS AMMUNITION
Limitations:
Breaching capability has been demonstrated effectively against 1-3/4 inch solid wood doors.  Adequate testing has not been accomplished to detremine the effectiveness against metal doors.
References:
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