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DOCUMENT ID: 12982865 REVISION: J
CAGE CODE: 19200

MINIMUM MARKING INSTRUCTIONS FOR AMMUNITION AND EXPLOSIVE
CONTAINERS

GENERAL NOTES

1. MARKING SHALL BE APPLIED BY STAMPING, STENCILING,
OR ROLLER COATING. HAND LETTERING OR LABELING OF

EXTERIOR CONTAINERS IS NOT AUTHORIZED.
2. MARKING SHALL BE 1i4 INCH IN HEIGHT MINIMUM AND 1 INCH IN

HEIGHT MAXIMUM. THE SIZE OF LETTERING SELECTED SHALL BE THE
LARGEST SIZE PRACTICAL FOR THE PACKAGE SIZE WITHIN THE
ACCEPTABLE RANGE. LETTERING FOR POP MARKING SHALL BE 1/2
INCH MINIMUM FOR BOXES OVER 66 POUNDS. BOXES LESS THAN 65
POUNDS SHOULD UTILIZE 1i2 INCH MARKING IF AT ALL POSSIBLE,
HOWEVER REDUCTION IN SIZE TO .25 INCH MINIMUM IS ALLOWED IF
INSUFFICIENT SURFACE AREA IS AV AILABLE.
3. FIGURE 1, SHOWING A CORRECTLY MARKED BOX, AND FIGURE 2,
SHOWING A CORREGTLY MARKED CYLINDRICAL CONTAINER, SHALL BE
USED AS A GUIDE TO INTERPRETING MINIMUM MARKING =
REQUIREMENTS.
4. PUNCTUATION MARKS (E.G. COMMAS(), PERIODS (.), DASHES(-)
SHALL NOT BE MARKED ON THE PACKAGE UNLESS SPECIFICALLY
INSTRUCTED.
5. IF DETAILED MARKING INSTRUCTIONS PROVIDED IN THE CONTRACT
OR PURCHASE ORDER CONFLICT WITH THE INSTRUCTIONS ON THIS
DRAWING, THEY SHALL TAKE PRECEDENCE OVER THE INSTRUCTIONS
CONTAINED ON THIS DRAWING.
6. COLOR OF MARKINGS. UNLESS INSTRUCTED OTHERWISE IN THE
CONTRACT OR PURCHASE ORDER:

A. PACKAGINGS OF NATURAL WOOD OR OTHER LIGHT
COLORATION SHALL BE MARKED WITH BLACK MARKINGS.

B. PACKAGSINGS OF GREEN OR BLACK SHALL BE MARKED USING
WHITE OR YELLOW MARKINGS.

SPECIFIC NOTES:

MARKING ON UNIT PACKS AND INTERMEDIATE PACKS (SEE FIGURE 1)
1. THE FOLLOWING IDENTIFICATION MARKINGS SHALL BE PLACED ON

UNIT PACKS, INTERMEDIATE CONTAINERS, AND UNPACKED ITEMS.
WORDS SUCH AS "NSNINATO STOCK NUMBER”, “ITEM DESCRIPTION",
AND “QUANTITY” SHALL NOT BE INCLUDED AS PART OF THE
IDENTIFICATION MARKINGS. MARKINGS SHALL BE LOCATED OGN ONE
LONG SIDE OF THE BOX WITH NSN/NATO STOCK NUMBER OCCUPYING
THE FIRST LINE. IF AN INNER. PACK CONSISTS OF A BOX OR BOXES
WITHIN A BARRIER BAG, BOTH THE BOXES AND BAG SHALL BE
MARKED UNLESS THE BAG IS TRANSPARENT.
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A, NSNINATO STOCK NUMBER. (WHEN NO NSN/NATO STOCK
NUMBER I3 AVAILABLE, A MANAGEMENT CONTROL NUMBER OR PART
NUMBER/MANUFACTURER (PNIMFR) SHALL BE USED)

B. DODIGINALC. (THE DODIC/NALC SHALL BE FLACED ON THE
SAME LINE AS THE NSNINATO STOCK NUMBER.

C. QUANTITY (Ul). (THE UNIT OF ISSUE (Ul) IS ONLY MARKED WHEN
ITIS OTHER THAN EACH [E.G. LB, FT, ETC.). THE QUANTITY ALWAYS
PRECEDES THE ITEM DESCRIPTION ON THE SAME LINE THAT
DESCRIPTION MARKING BEGINS)

D. ITEM DESCRIPTION (ITEM DESCRIPTION MAY BE MARKED ON
MORE THAN ONE LINE IF REQUIRED DUE TO SPACE LIMITATIONS.
STANDARD ABBREVIATIONS, ALTHOUGH NOT DESIRED, MAY BE USED
IF MARKING LENGTH 1S EXCESSIVE)

E. LOT NUMBER AND SERIAL NUMBER (WHEN SERIAL NUMBER IS
ASSIGNED]. (THE LOT NUMBER AND SERIAL NUMBER WILL BE
MARKED ON THE BOX. THE WORD “LOT” SHALL PRECEDE THE LOT
NUMBER AND “SER”* SHALL PRECEDE THE SERIAL NUMBER).

EXTERIOR CONTAINER MARKINGS (SEE FISURES 1 AND 2)

1. EXTERIOR CONTAINERS SHALL BE MARKED YWITH ALL INFORMATION
THAT IS MARKED ON THE INNER CONTAINER AND THE FOLLOWING
ADDITIONAL MARKING. EXCEPT AS NOTED BELOW, ALL MARKINGS
SHALL BE PLACED ON A LONG SIDE OF THE BOX IF RECTANGULAR OR
ALONG THE LONG AXIS IF CYLINDRICAL. FOR BOXES THAT ARE
HINGED, THE SIDE OPPOSITE THE HINGES (HASP SIDE) SHALL BE
MARKED WITH NSNATEM DESCRIPTION, ETC.

A. GROSS WEIGHT. THE CAPITAL LETTERS “WT” SHALL FRECEDE
THE NUMERICAL GROSS WEIGHT IN POUNDS. FRACTIONAL WEIGHTS
SHALL BE ROUNDED UP TO THE NEXT WHOLE POUND. THE NUMERICAL
WEIGHT SHALL BE FOLLOWED WITH THE ABREVIATION FOR POUNDS
“LBS” IN CAPITAL LETTERS.

B. PROPER SHIPPING NAME (PSN} AND UNITED NATIONS (UN)
IDENTIFICATION NUMBER (OR.NORTH AMERICAN (NA) NUMBER). THE
PSN, UN NUMBER (OR NA NUMBER) SHALL BE MARKED ON THE
TOP OF THE PACKAGE FOR RECTANGULAR CONTAINERS IN A CLEAR
AREA AWAY FROM ANY OTHER BOX MARKINGS. FOR CYLINDRICAL
CONTAINERS, THE PSN/UN NUMBER SHALL BE MARKED LENGTHWISE
ON THE CONTAINER SEPARATED FROM ALL OTHER MARKINGS AS
SHOWN IN FIGURE 2. THE PROPER PSN/UN NUMBER SHALL BE AS
SHOWN IN THE JOINT HAZARD CLASSIFICATION SYSTEM (JHCS) FOR
THE SPECIFIC NSN BEING PACKAGED OR AS ASSIGNED BY A
PRQPER CLASSIFICATION AUTHORITY. IT SHOQULD BE NQTED THAT
NA NUMBERS ARE NOT AUTHORIZED FOR INTERNATIONAL SHIPMENTS,
FOR BOTH DOMESTIC AND INTERNATIONAL SHIPMENTS, PSNs FOR.
NOT OTHERWISE STATED ITEMS MUST BE FOLLOWED BY A
TECHNICAL NAME IN PARENTHESES. THE PSN IS REQUIRED EVEN
THOUGH IT MAY BE IDENTICAL TO THE ITEM DESCRIPTION.
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C.UN PERFORMANCE SPECIFICATION (CERTIFICATION) MARKINGS. THE
APPROPRIATE UN SYMBOL AS SPECIFIED BY THE COGNIZANT DESIGN
ACTIVITY IN THE CONTRACT OR ON THE DRAWING SHALL BE MARKED
ON THE SIDE OF THE CONTAINER THAT IS OPPQOSITE THE
IBENTIFICATION—MARKED SIDE FOR BOTH RECTANGULAR AND
CYLINDRICAL CONTAINERS, IF THE EXTERIOR CONTAINER IS AN
OVER—PACK CONTAINING UN PERFORMANCE SPECIFICATION
(CERTIFICATION) MARKED AND CERTIFIED INNER CONTAINERS, THE
FOLLOWING MARKING SHALL BE PLACED ON THE CONTAINER IN LIEU
OF THE UN CERTIFICATION MARKINGS: "OVERPACK."™ THIS MARKING,
HOWEVER, IS NOT SUFFICIENT FOR COMBINATION PACKAGES CONSISTING
OF OVER—-PACKED INNER PACKAGINGS WHICH CONTAIN LIQUIDS AND
ARE TRANSFORTED BY MILITARY AIRCRAFT. FOR MILITARY AIR
SHIPMENTS OF APPLICABLE HAZMAT LIQUIDS, THE OQUTER CONTAINER
SHALL BE MARKED WITH THE WORDS "AIR ELIGIBLE™ TO INDICATE THAT
EITHER THE INNER RECEPTACLES OR THE QUTER CONTAINER MEET
INTERNAL PRESSURE REQUIREMENTS FOR AIR ELIGIBILITY. ANY OTHER
PRECAUTIONARY MARKINGS AND HAZARDQOUS MATERIALS (HAZMAT)
LABELS REQUIRED BY THE APPROPRIATE REGULATION FOR THE
COMMODITY DESCRIBED BY THE PSN WILL BE APPLIED,

D. ANY OTHER SPECIAL MARKINGS:

I. ANY SPECIAL PRECAUTIONARY MARKINGS AND HAZARDOUS
MATERIALS (HAZMAT) LABELS REQUIRED BY TITLE 48 CFR AND THE
APPLICABLE INTERNATIONAL DOCUMENTS (SUCH AS ICAOQ TECHNICAL
INSTRUCTIONS FOR THE SAFE TRANSPORT OF DANGERQUS GOODS BY
AIR; IATA DANGERDOUS GOODS REGULATIONS; AND THE IMDG CODE
FORWATER SHIPMENTS) FOR THE COMMODITY DESCRIBED BY THE
P3N.

II. MARKINGS REQUIRED BY NATO AGREEMENTS SUCH AS THE
NATOD SYMBOL OF INTERCHANGEABILITY, NATO DESIGN MARK, AND
NATD AMMUNITION AND PACK SYMBOLS. THESE SHOULD ONLY BE
APPLIED AT THE DIRECTION OF THE PROCURING ORGANIZATION. THE
APPROPRIATE NATO STANAG SHALL BE CONSULTED FOR SPECIFIC
LOCATION IF NOT IN THE CONTRACT.

. NET EXPLOSIVE WEIGHT MARKINGS (REQUIRED ONLY FOR
COMMERCIAL AIR SHIPMENTS). EACH CONTAINER TO BE SHIPPED VIA
COMMERCIAL AIR MUST HAVE THE NET EXPLOSIVE WEIGHT (IN
POUNDS) CONTAINED IN THE PACKAGE MARKED UNDER THE GROSS
WEIGHT MARKING. THE NET EXPLQOSIVE WEIGHT MARKING SHALL BE
PRECEDED BY THE LETTERS “NEW"

V. NOSE END MARKING IS REQUIRED FOR ROCKET AMMUNITION
(INCLUDING ROCKETS, ROCKET MOTORS AND JATO UNITS) AND WHITE
PHOSPHORUS (WP) SMOKE ARTILLERY AMMUNITION. THE END OFTHE
CONTAINER CONTAINING THE ROCKET NOSE OR ARTILLERY FUZE MUST
BE IDENTIFIED WITH THE MARKING "NOSE END". FOR RECTANGULAR BOXES,
THE END OR SIDE EDGE OF BOX TOP MUST BE MARKED "NOSE END". MARKING
MAY BE PLACED AT EITHER END OF BOX TO COINCIDE WITH AMMUNITION
POSITION. FOR CYLINDRICAL CONTAINERS. THE CONTAINER BOCTTOM OR
CIRCUMFERENTIAL EDGE OVER AMMUNITION NOSE SHALL BE MARKED "NOSE END".
UNLESS MARKING DRAWING ALLOWS OTHER OPTIONS IN CORIENTATION.
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V. DEPARTMENT OF TRANSPQORTATION (DOT) SPECIAL PERMIT (SP)
NUMBERS. IF A DOT—SP NUMBER IS ASSIGNED TO A PACKAGED ITEM,
IT SHALL BE PLAINLY AND DURABLY MARKED "DOT—SP” FOLLOWED BY
THE SPECIFIC EXEMPTION NUMBER ASSIGNED. UNLESS OTHERWISE

SPECIFIED, RECTANGULAR CONTAINERS SHALL HAVE THE "DOT-SP”
MARKING ON A SEPARATE LINE FROM THE PSN/ID NUMBER MARKINGS.

CYLINDRICAL CONTAINERS SHALL HAVE THE "DOT—SP" MARKED
LONGITUDINALLY IN AN AREA SEPARATE FROM QTHER MARKINGS.

Vl. THERE ARE MANY OTHER SPECIAL MARKINGS THAT MAY BE
REQUIRED TQO BE MARKED ON THE PACKAGE THAT SHOULD BE PRQVIDED
IN THE CONTRACT OR DETAILED DRAWINGS. EXAMPLES INCLUDE SPECIAL
ORIENTATION MARKINGS, TEMPERATURE LIMIT MARKINGS, CENTER OF
BALANCFE MARKINGS. UNLESS OTHERWISE SPECIFIED, THESE MARKINGS
SHALL BE PLACED IN A CONSPICUOUS LOCATION ON THE IDENTIFICATION
MARKED SIDE OF THE PACKAGE WHERE THEY WILL NOT INTERFERE
WITH OTHER MARKINGS.

VI, SECURITY SEAL MARKING: SECURITY SEAL (WHEN REQUIRED) SHALL
BE EMBOSSED AS DIRECTED ON DRAWING B8794342. ALPHA INITIALS OF LQAD
PLANT, DEPQOT, OR CONTRACTOR FROM MIL—HDBK—1461 AS APPLICABLE SHALL
BE CLEARLY VISIBLE,

E. MARKING ON BOX ENDS OR CONTAINER RIMS.

|. BOTH ENDS OF RECTANGULAR EXTERIOR CONTAINERS SHALL BE MARKED WITH
THE DODIC/NALC OF THE ITEM BEING PACKED AND THE APPROPRIATE LOT
NUMBER. THE LOT NUMBER ON THE BOX ENDS SHALL NOT BE PRECEDED BY
THE WORD "LOT" OR UNDERLINED. THE DODIC/NALC SHALL BE MARKED ON THE
INSIDE RIM OF THE COVER END OF CYLINDRICAL CONTAINERS. THE LOT NUMBER

SHALL NOT BE PRECEDED BY THE WORD LOT. (SEE FIGURE 1 & 2)

Il. IN ACCORDANCE WITH THE REQUIREMENTS OF INTERNATIONAL STANDARDS FOR PHYTOSANITARY MEASURES
(ISPM} 15, THE FOLLOWING COMMERCIAL HEAT TREATMENT PROCESS HAS BEEN APFROVED BY THE AMERICAN
LUMBER STANDARDS COMMITTEE (ALSC) AND IS REQUIRED FOR ALL WOQOD PACKAGING MATERIAL (WPM). WPM IS
DEFINED AS WOOD PALLETS, SKIDS, LOAD BOARDS, PALLET COLLARS, WOODEN BOXES, REELS, DUNNAGE,
CRATES, FRAMES, AND CLEATS. PACKAGING MATERIALS EXEMFT FROM THE REQUIREMENTS ARE MATERIALS THAT
HAVE UNDERGONE A MANUFACTURING PROCESS SUCH AS CORRUGATED FIBERBOARD, PLYWOOD, FARTICLEBOARD,
VENEER AND ORIENTED STRAND BOARD. ALL WPM SHALL BE CONSTRUCTED FROM HEAT TREATED (HT TO 56
DEGREES CENTIGRADE FOR 30 MINUTES) LUMBER AND CERTIFIED BY AN ACCREDITED AGENCY RECOGNIZED BY
THE ALSC IN ACCORDANCE WITH WOOD PACKAGING MATERIAL POLICY AND WOOD PACKAGING MATERIAL
ENFORCEMENT REGULATIONS (SEE URL: HTTP://WWW.ALSC.ORG). ALL MATERIALS MUST INCLUDE CERTIFICATION
MARKINGS IN ACCORDANCE WITH ALSC STANDARDS AND BE PLACED IN AN UNOBSTRUCTED AREA THAT WILL BE
READILY VISIBLE TG INSPECTORS. PALLET MARKINGS SHALL BE APPLIED TO THE STRINGER OR BLOCK ON
DIAGONALLY OPPQSITE SIDES AND ENDS OF THE PALLET AND BE CONTRASTING AND CLEARLY VISIBLE. ALL
DUNNAGE USED IN CONFIGURING AND/OR SECURING THE LOAD SHALL ALSO COMPLY WITH ISPM 15 AND BE
MARKED WITH AN ALSC APPROVED DBUNNAGE STAMP. FAILURE TO COMPLY WITH THE REQUIREMENTS OF THIS
RESTRICTION MAY RESULT IN REFUSAL, DESTRUCTION, OR TREATMENT OF MATERIALS AT THE POINT OF ENTRY.

F. LOT NUMBER; THE LOWERMOST MARKING ON THE PACKAGE SIDE
CONTAINING THE ITEM NOMENCLATURE SHALL BE THE AMMUNITION LOT
NUMBER., THE NUMBER SHALL BE PRECEDED WITH THE WORD "LOT" AND
SHALL BE UNDERLINED WITH A SOLID LINE APPROXIMATELY 1/8 INCH THICK,
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G. SERIAL NUMBER(S). WHEN THE ITEM BEING PACKED HAS AN
ASSIGNED SERIAL NUMBER, THE SERIAL NUMBER SHALL BE MARKED ON
THE SIDE OF THE CONTAINER DIRECTLY ABOVE THE LOT NUMBER, THE
SERIAL NUMBER SHALL BE PRECEDED BY THE LETTERS "SER". IF
MULTIPLE SERIAL NUMBERS ARE PACKAGED IN THE SAME CONTAINER,
ALL SERIAL NUMBERS MUST BE MARKED ON THE EXTERIOR CONTAINER.

MARKING FOR UNPACKAGED ITEMS:

1. ITEMS THAT ARE SHIPPED UNPACKAGED MUST BE MARKED WITH
THE FOLLOWING INFORMATION:

NSN/NATO STOCK NUMBER

DODIC/NALC

QUANTITY (UI}

ITEM DESCRIPTION

LOT NUMBER AND SERIAL NUMBER (IF ASSIGNED)
PROPER SHIPPING NAME AND UN (NA) ID NUMBER
ANY SPECIAL PRECAUTIONARY MARKINGS AND HAZMAT
LABELS REQUIRED AS DETAILED UNDER EXTERIOR CONTAINER
MARKING REQUIREMENTS.,

OTHER MARKINGS:

1. IDENTIFICATION MARKINGS ON EMPTY CONTAINERS. CONTAINERS INSPECTED AND
CERTIFIED EMPTY THAT ARE SHIPPED TO CONTRACTORS OR DEPOTS WILL BE MARKED
WITH THE WORD "EMPTY.” THE OLD MUNITIONS ITEM IDENTIFICATION AND DOT MARKINGS
WILL BE COMPLETELY OBLITERATED, UNLESS THE CONTAINERS ARE BEING RETAINED FOR
REUSE- IN WHICH CASE ONE "EMPTY" LABEL SHALL BE APPLIED TQ THE PALLET. CARE
SHOULD BE TAKEN NOT TO OBLITERATE THE CONTAINER MARKINGS; L.E., CONTAINER NSN,
PART NUMBER, AND/OR NOMENCLATURE. THE WORD "EMPTY" WILL BE STENCILED OR
PRINTED ON THE UPPER HALF OF THE CONTAINER ON THE SAME SIDE THAT HAD THE
OLD IDENTIFICATION OF CONTENTS LISTED. A DECAL (EMPTY) MAY BE USED IF SPACE IS
AVAILABLE. THE CONTAINER NSN AND NOMENCLATURE WILL BE APPLIED, IF NOT ALREADY
PRESENT. THE CONDITION CODE WILL BE ANNOTATED ON THE TURN-IN/SHIPPING

DOCUMENTS AND THE APPROPRIATE DD FORM 1500 SERIES TAGS/LABELS WILL BE
ATTACHED TO THE QUTSIDE OF CONTAINERS THAT ARE IN OTHER THAN CONDITION CODE
A. DUE TO SHEER VOLUME AND COST EFFECTIVENESS, EMPTY CONTAINERS DESTINED FOR
DEFENSE REUTILIZATION AND MARKETING QFFICE (DRMO), SPECIFICALLY DESIGNATED AND
DESIGNED FOR CONTAINMENT OF SMALL ARMS AMMUNITION, ARE NOT SUBJECT TO THE
OBLITERATION REQUIREMENT, BUT ARE SUBJECT TO WRITTEN CERTIFICATION ON THE
DISPOSAL TURN—-IN DOCUMENT THAT THEY ARE EMPTY AND FREE OF

EXPLOSIVE /ENERGETIC MATERIAL.

Onmouomp

2. EMPTY/LIGHT (LITE) BOX/LIGHT (LITE} LOAD MARKINGS. WHEN A PACKAGE CONTAINS
LESS AMMUNITION OR EXPLOSIVES THAN THE PACKAGE IS DESIGNED TGO CONTAIN OR
WHEN AN EMPTY PACKAGE IS USED TO SQUARE A UNIT LOAD, THE BOX MUST BE
SPECIFICALLY MARKED AS FOLLOWS:

&
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A. AN EMPTY/LIGHT (LITE) BOX/LIGHT (LITE LOAD), IF APPLICABLE, SHALL
BE IDENTIFIED AS SUCH BY MARKING OR STENCILING THE WORDS "EMPTY" OR

"LIGHT BOX,” ("LITE BOX")} IN A CONTRASTING ORANGE PAINT SCHEME, ON
THE IDENTIFICATION SIDE, SPACE PERMITTING, IN THE LARGEST PRACTICAL
SIZE LETTERS. AN ADDITIONAL MARKING OR STENCILING MUST BE PLACED ON
THE TOP, SIDE AND END OF THE CONTAINER.

B. GREATER THAN 3 CUBIC FEET: THE WORDS "LIGHT BOX" IN ORANGE
INK SHALL BE MARKED ON THE TOP, SIDES, AND ENDS OF THE BOX.
IF THE BOTTOM IS VISIBLE DURING SHIPMENT, THIS TOO SHALL BE
MARKED. CYLINDRICAL CONTAINERS SHALL HAVE "LIGHT BOX™ STENCILED
ON TWO OPPOSITE SIDES OF THE CYLINDER AND THE NON—-OPENING END.

C. CYLINDRICAL CONTAINERS. AN EMPTY/LIGHT (LITE) CONTAINER/LIGHT
(LITE} LOAD CYLINDERS SHALL BE IDENTIFIED AS SUCH BY MARKING OR

STENCILING THE WORDS "EMPTY" OR "LIGHT CONTAINER,” ("LITE CONTAINER"}
IN A CONTRASTING ORANGE PAINT SCHEME ON THE BOTTOM, BODY AND THE
COVER OR COVER LATCH, OF THE CYLINDER.

D. IN GENERAL SHIPPING SITUATION, THERE IS ONLY ONE LIGHT BOX (LITE
BOX) PER LOT, PER CONDITION CODE, PER STRUCTURE. HOWEVER,
ADDITIONAL LIGHT BOXES (LITE BOXES) MAY BE REQUIRED FOR ITEMS ISSUED
TO CUSTODY ACCOUNTS. LIGHT BOX (LITE BOX) MARKINGS ARE NOT
REQUIRED FOR AMMUNITION DISPOSITION REQUEST MUNITIONS OR MUNITIONS
IN READY EXPLOSIVE FACILITIES. NONSTANDARD MUNITIONS BOXES DG NOT

REQUIRE LIGHT BOX (LITE BOX) MARKINGS.

E. MARKINGS APPLIED TO CONTAINERS NEED NOT BE RE-ACCOMPLISHED TQO
CORRECT DEFICIENCIES IN SIZE, LOCATION, OR SPACE, UNLESS REQUIRED
FOR SHIPMENT.

F. AT THE SERVICES™ DISCRETION, EMPTY/LIGHT (LITE) BOX/LIGHT (LITE} LOAD
BOXES MAY BE IDENTIFIED AS SUCH BY PAINTING THE ENTIRE BOX IN A
CONTRASTING ORANGE PAINT SCHEME. MOREOVER, REGARDLESS OF CONTAINER

SIZE (CUBE) AND THE SERVICES' PREFERRED METHOD, THE CONTRASTING
ORANGE PAINT SCHEME IS READILY IDENTIFIABLE TO EMPTY/LIGHT (LITE)
BOX/LIGHT (LITE) LOADS.

BAR CODE MARKINGS

1. IN ADDITION TO ALL OTHER MARKINGS, EVERY EXTERIOR SHIPPING
CONTAINER SHALL HAVE BAR CODE LABELS OR MARKINGS APPLIED TO
THE CONTAINER AW DRAWING 12899545,
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IDENTIFICATION MARKINGS AND THE PLACEMENT OF BARCODE
LABELS FOR EXTERIOR RECTANGULAR CONTAINERS.

FIGURE 1
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IDENTIFICATION MARKINGS AND THE PLACEMENT OF BARCODE
LABELS FOR EXTERIOR CYLINDRICAL CONTAINERS.

FIGURE 2
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IDENTIFICATION MARKINGS AND THE PLACEMENT OF BARCODE
LABELS FOR EXTERIOR RECTANGULAR CONTAINERS.

FIGURE 1
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IDENTIFICATION MARKINGS AND THE PLACEMENT OF BARCODE
LABELS FOR EXTERIOR CYLINDRICAL CONTAINERS.

FIGURE 2

[




	12982865-1
	12982865-2
	12982865-3
	12982865-4
	12982865-5
	12982865-6
	12982865-7
	12982865-8
	12982865-9
	12982865-10
	12982865-11

