Appendix A058
Inspection procedures for cartridge, 5.56mm, Ball M855, single round

	A.   ITEM TECHNICAL SAFETY INFORMATION:

1.  FSC:  1305

2.  PKG:  1.4S


4.  Fire Sym:  4

3.  UNPKG:  1.4S

5.  Chem Haz Sym:  N/A

There are two packaging configurations for A058:  one with cartons inside M3 bandoleers, and one with the cartons directly in the M2A1 metal box.

1305-01-155-5455:  41 cartons packed in M2A1 metal box (no bandoleers)

1305-01-155-5458:  41 cartons packed in M3 bandoleer, 6 bandoleers inside each M2A1  metal box



B.  SAFETY PRECAUTIONS:

The DODIC A059 is classified as 1.4S munitions and is safe to handle using standard precautions. When packing or repackaging the ammunition ensure that bullet points do not face primers.

Ball ammunition mixed with blank ammunition is a CRITICAL defect.  In order to preclude the possibility of inadvertently mixing the two types, do not open packages of ball ammunition while blank ammunition is present.

C.  INSPECTION PROCEDURES
1.  Outer Pack.  Inspect wooden outer packs for serviceability.  Classify defects IAW SB 742-1.  Sequence of inspection points is immaterial, as long as all inspections are conducted.

	    a.  Wooden box sound; will protect contents during shipment and storage.






    b.  Pack is tight enough to preclude excessive  

movement of contents.

    c.  Wire closure loops not broken.

    d.  Markings are legible, correct, and complete enough to positively identify the contents.  As a

minimum, markings must include:



              (1)  A059







(2)  Lot number







(3)  Quantity


(4)  “Cartridges, small arms”


(5)  “UN 0012”

    e.  Both wirebound box ends bear the heat treated wood marking, thus:      
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    f.  Box sealed with antipilferage seal or banding.



	a.      (I)  Splits, chips, dry rot, etc., acceptable as long as the box continues to protect its contents.

c.    (I)  Must be able to securely close the box; repairs or use of banding in lieu of wire closures is acceptable

d.  (1)  (I)  See DWG  8796522 for markings. 

d(2)  (O)  Make note of markings which need to be applied to the box(es) prior to shipment; record on the DSR card.

d(3).  (Info) Standard depot pack holds 1680 rounds.

d(4) & (5)  (I)  The proper shipping name and UN 

identification number will appear on the top of the wirebound box.

UN POP markings are to appear on the outer pack

for items manufactured after January 1990.

e. (Info)  Heat treated wood packaging material has been a requirement for international shipment since 2004. 

e. (I)  Absence of this marking is not considered to be a defect, as such, but will be recorded as noncompliant wood outer pack, and identified using defect code “CPO82R”




2.  INNER PACK.  Classify defects IAW SB 742-1.  Sequence of inspection points is immaterial, as long as all inspections are conducted.

	    a. Assure M2A1 metal boxes are clean, dry, and 

serviceable.

(1).  There should be no holes, perforations, split seams, or other breaks. 

(2).  There should be no distortion, creases, or folds in the metal.

(3)  There should be no dents affecting the

structural integrity of the metal box.


(4)  There should be no dents more than four (4) inches square, nor more than ¼ inch deep.


(5)  There should be no dents or damage that will preclude taking the items out of the box.

(6)  Rust or other foreign material, if present, should not obscure markings to the point of precluding identification of the box’s contents.

(7)  Rust or other foreign material should not interfere with operation of the lid and sealing of the box.

(8)  Closure should hold the box securely closed.

(9) Metal containers marked correctly.  Markings must agree with those on the outer pack, and must include:
 

                    (a)  Ctg, 5.62mm Ball, M855
                    (b)  Lot number 



      (c)  Quantity of cartridges

(10)  Gasket and sealing surfaces are clean and will provide a watertight fit.

    b.  For NSN 1305-01-155-5458 only, assure seven-pocket M3 bandoleers (see illustration at right) are present, clean, dry, and 

serviceable.  


(1)  Bandoleer markings must be legible and agree with those on the outer pack; and must include:


                    (a)  Ctg, 5.62mm Ball, M855
                    (b)  Lot number 

 (2)  Bandoleer must not be torn, ripped, or otherwise defective.







(3)  Assure blanket pin is present on the      

bandoleer strap.

    c.  For NSN 1305-01-155-5455 (without bandoleer), assure removal tape is present, in place around at least one box in each layer, with ends visible at the top.  (See illustration at right.).
    d.  For all NSNs, assure cardboard cartons are present, clean, dry, and serviceable.
    e.  Assure cardboard cartons are present, clean, dry, and serviceable.

    f.  Assure cardboard cartons are correctly 

marked with: 
 

            (1)  Nomenclature and model number

            (2)  Lot number 


            (3)  Quantity of cartridges

     g.  Assure interior "egg crate" insert is present

within the cardboard carton, and that it is clean, dry, and serviceable..

     h.  Assure that all cartridges actually face the 

direction indicated by the picture on the ends of the 

cardboard carton.


	(c).  (Info)  Standard depot metal box holds 840 rounds.
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b.  (Info)  NSN 1305-01-155-5455 is not packaged in bandoleers.
(1)    (M)  Bandoleers may be remarked with a

waterproof black marking/laundry pen.

(2)    (I)  Bandoleer must be able to hold contents securely, and must be able to be worn slung over the 

shoulder.  
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3.  ITEM.   Classify defects IAW SB 742-1.  Sequence of inspection points is immaterial, as long as all inspections are conducted. Presence of blank ammunition in packages marked as ball ammunition is a CRITICAL defect.  Visually, manually inspect cartridges to assure that:

	      a.  Cartridge is not dented, misshapen, or otherwise damaged.  






      b. Cartridge is dry and clean, free of grease, oil, corrosion, or other foreign material.





 

      c.  Cartridge is properly identified:  the  M855 ball cartridge has green paint on the tip

 of the bullet.

      d.  Bullet is seated, securely crimped, and properly sealed in cartridge case. 


      e.  Case neck shows discoloration, indicating that it has been annealed/softened to release the bullet when fired.
      f.  Bullet is not bulged or otherwise visibly out of round.






      g.  Bullet jacket is not split or gouged.


      h.  Bullet cannelure (circumferential groove where bullet joins cartridge case) is present.

      i.  Cartridge case is not split or perforated.



      j.  Surface finish present and complete.  

      k.  Head rim is chamfered.

      l.  Case head is not bulged or “rounded.”


      m.   Head stamp is present, legible, and consonant with the ammunition lot number.


    n.  Primer is present, properly oriented, securely seated, and sealed with waterproofing lacquer.











	a.    (I)  Folds, buckles, bulges, misalignment, etc., that preclude chambering are major defects.

b.   (I)  Corrosion that etches the round is a major  

defect.

 (M)  Dirt, grease, etc., may be cleaned from the cartridge using a cloth or small soft brush dampened with a small amount of corrosion removing compound, type II, MIL-C-10578.
See TM 9-1305-201-34 for further cleaning guidance.

c.    (I)  Presence of a different type of 5.56mm

ammunition is a major defect.
d.    (I)  See DWG 9342868 for details.  Loose bullet is a major defect.  

e.    (I)  Lack of evidence of anneal is a major defect.

f.    (I)  Such a condition is considered to be a

CRITICAL defect.

g.    (I)  Split jacket is a major defect.

h.    (I)  Missing cannelure is a major defect.

i.    (I)  Either condition is a CRITICAL defect.

k.    (I)  Lack of chamfering is a major defect.

l.    (I)  This condition is considered a minor defect

m.    (I)  Missing or illegible headstamp is a minor defect.

      (Info)  It is not uncommon to find headstamps 

bearing a date a year earlier than that of the 

ammunition lot.  If the headstamp bears a later year than the ammunition lot, it is from a different lot.

n.    (I)  Primer missing, cocked, inverted, and/or loose is a major defect.  Missing lacquer is a minor 

defect.




4.  REPACKAGING.

Prior to repackaging, assure all packaging materials to be used are clean, dry, and serviceable.

	    a.  Slide twenty (20) each cartridges into a fiberboard box, one round in each opening in the interior “egg crate”.  Seal the box with pressure-sensitive tape.

	a.  (O)  Be sure to orient cartridges in the box with the nose end oriented in consonance with the box end marking.
     (O)  Take care to not cover or otherwise interfere with the box markings. 




NOTE:  Prior to further repackaging, assure that the packaging materials bear the correct markings.

	     b.  For NSN 1305-01-155-5458 only, put one carton into each bandoleer pocket. Close the bandoleer flap over the carton.

        (1).  Open metal box and remove contents.


.

        (2). Lay bandoleers flat in metal box; put the
e.    (O)  There will be seven (7) bandoleers in the

last (sixth) along the side.
    c.  For NSN 1305-01-155-5455 only, follow 
 packing instructions reproduced below.
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    d.  Close metal box.  Apply an antipilferage seal, 
if required.

      g.  Repackage metal boxes in same or similar  
g(1).  (O)  Package two (2) M2A1 metal boxes in 

wirebound box, if available. 

      h.  Apply antipilferage seal.


each wirebound box, with closures facing forward.


	c.  (O)  There will be 140 rounds in an M3 bandoleer.

d.  (O)  Shake out any dirt or other foreign material 

before reinserting bandoleers.

e.  (O)  There will be six (6) bandoleers in the

properly packaged M2A1 can

c.  (M)  At least two cartons will each be 

wrapped with a 12-inch length of extraction 

tape.  One box will be placed in each of the two

 layers inside the M2A1 metal box.
 M2A1 can.

A fuller illustration of placing cartons into the M2A1 metal

box is on the final page.

d.  (O)  An antipilferage seal is required if the metal 

box will NOT be overpacked in a wirebound wooden

box .
box will not be overpacked in a wirebound box.

g(1).  (O)  Package two (2) M2A1 metal boxes in
each wirebound box, with closures facing in  opposite

directions.
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g(2).  (O)  Orient wooden box ends so that the 

DODIC appears on the left-hand side and reads up.




D.  SPECIAL TOOLS AND EQUIPMENT
ITEM




QUANTITY
SPEC/DRAWING
STOCK NUMBER

There are no special tools required for the inspection of the M855 cartridges in bandoleer pack.
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